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DRAWING NOT TO SCALE

STEEL FRAMING AT OVERHANGS - LARGE SKYLIGHT
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NEW TREATED 2" X 6" FIRE TREATED WOOD 
NAILER SET OVER BENT PLATE FLANGE &
SECURED W/ 1/2" BOLTS W/ WASHERS THRU 
PREDRILLED COUNTERSUNK HOLES IN NAILER
& PREDRILLED HOLES IN STEEL CHANNEL @ 16" O/C

EXISTING CONT. STEEL CHANNEL, CUT REMOVE &
DISCARD ALL CLIP ANGLES SPACED 22 1/2" O/C
THAT ARE SECURED TO THE TOP FLANGE OF THE
CHANNEL W/ TWO BOLTS/ANGLE

EXISTING 
STEEL TRUSS

REMOVE & DISCARD ALL
EXIST. WOOD FACING ON 
THE EXIST. STEEL CHANNEL

SECURE BENT PLATE FLANGE W/ SELF
DRILLING, SELF TAPPING SCREWS THRU
HOLES PREDRILLED THRU THE CONCRETE
DECK INTO THE FLANGE OF EXISTING STEEL 
BULB TEES SPACED 18"' O/C EXISTING BUR

MEMBRANE OVER 
3/4" THK. WOOD 
PLANK ON CONC. 
DECK

EXISTING CONCRETE DECK

NEW 2" X 6" FIRE TREATED WOOD
NAILER SECURED OVER THE 
BOLTED NAILER W/ TWO ROWS OF
SCREWS SPACED 8" O/C

NEW 16 GA. PAINTED STEEL 
BENT PLATE FORMED AS SHOWN
ON THE ADJACENT BENT PLATE
DETAIL

SAW CUT EXIST. BUR & WOOD
PLANKS ON A STRAIGHT LINE
& DISCARD

EXISTING STEEL BULB TEES 
SPACED 18" O/C

BENT PLATE DETAIL
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FIELD VERIFY
EXISTING FIELD
HEIGHT PRIOR
TO FABRICATION

NEW 16 GAUGE
PAINTED STEEL
BENT PLATE

INSTALL PLATE IN 10'-0"
LENGTHS & PROVIDE A
1/8" GAP BETWEEN
BUTT JOINTS
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SECTION

DRAWING NOT TO SCALE

DETAIL AT WALL PANEL TERMINATION
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EXISTING
METAL SILL
COUNTERFLASHING

EXIST. BUR
BASE FLASHING

NEW 1" DEEP FLUSH METAL
WALL PANELS SECURED TO
NEW HAT CHANNELS

SECURE NEW 1" DEEP 2O GA.
GALVANIZED STEEL HAT
CHANNELS TO EACH STUD

NEW CONT. 6" WIDE STRIP 
OF SELF ADHERED EPDM
SET OVER RUNNER & DRAPED 
DOWN OVER EXIST. 
COUNTERFLASHING

NEW METAL WALL PANEL
CLOSURE/DRIP SECURED 
OVER EPDM & EXISTING
COUNTERFLASHING INTO
MASONRY WALL W/ 
MASONRY SCREWS
@ 8" O/C
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DRAWING NOT TO SCALE

SILL DETAIL AT STUDIO SKYLIGHTS
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DRAWING NOT TO SCALE

JAMB DETAIL AT STUDIO SKYLIGHTS
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DRAWING NOT TO SCALE

PEAK DETAIL AT STUDIO SKYLIGHTS
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SECTION

DRAWING NOT TO SCALE

SILL DETAIL AT MUSEUM SKYLIGHT

2

6

12"

6"

NEW 1 1/2" THICK ISOCYANURATE
INSULATION CUT & CHAMFERED FOR
A TIGHT FIT INTO BENT PLATE & 
SMOOTH TRANSITION ONTO EXIST.
BUR. SET INSULATION IN A HEAVY
BED OF FOAM INSULATION ADHESIVE

SECURE NEW FLASHING
W/ CAP NAILS @ 8" O/C

NEW 2 PLY MODIFIED BITUMEN
FLASHING SET IN ADHESIVE, 
BASE PLY TO BE A SMOOTH 
SHEET & TOP PLY TO BE A 
GRANULAR SURFACED SHEET

EXTEND BASE FLASHING
BEYOND CUT LINE AS
DETAILED

FOR SILL DETAIL NOTES 
SEE DETAIL 1/5
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NEW 2" X 10"

NEW 2" X 10"

CONT. SILICONE SELANT W/ BACKER ROD
(FURNISHED BY WASCO)

1/4" X 4" RUBBER GLAZING BUMPER

WEEP HOLES AT EACH RAFTER OR HIP

1" GASKET

P[INNACLE 350 SILL

1/4"-14 STAINLESS 
STEEL HEX HEAD
SCREW W/ SEALED
WASHERS (2 PER
RAFTER)

BASE PLATE

3/8" MIN. STAINELSS
STEEL OR GALVANIZED
STTEL ANCHOR

NEW .050" KYNAR FINISH ALUM. CAP
FORMED AS INDICATED, WIDE TO BE
FIELD VERIFIED. PROVIDE 1" HIGH
WATER STOP WHERE SHOWN. SECURED
ALONG THE OUTIDE W/ SCREWS W/
RUBBER WASHERS @ 8" O/C. PROVIDE
NEW CONT. 050" ALUM. HOLD DOWN
CLEAT ALONG THE INSIDE NAILED 6" O/C

SET BASE PLATE
ON 4" WIDE CONT.
EPDM SEAM TAP
OVER NEW CAP

EXISTING WOOD
TRIM

EXISTING 1"
THK. HOMOSOTE

EXISTING WOOD
FRAMING

2 LAYERS OF NEW TREATED 2" X10" WOOD
NAILER CUT TO MATCH WIDE OF EXISTING
CURB ASSEMBLY NAILED @ 6" O/C TO
EXIKST. CURB & TO EACH OTHER

CUT ON A STRAIGHT LINE & REMOVE &
DISCARD COPPER CAPS

EXISTING 3/4" THK. T&G WOOD SHEATHING

CONT. URETHANE SEALANT (FURNISHED
BY WASCO)

SEE DTAIL 2/6 FOR 
NEW BASE FLASHING
AT  BASE OF WALL

CONTINUOUS URETHANE SEALANT
(FURNISHED BY WASCO)

PINNACLE 350 SILL

1/4-14 STAINLESS STEEL
HEX HEAD SCREWS WITH
SEALED WASHERS AT 12" O.C.

SNAP LOCK CLOSURE

"T" GASKET

ALUMINUM RETAINER

EXIST. 2" X 6"

NEW 2" X 6"

NEW 2" X 6"6
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" 2 LAYERS OF NEW TREATED 2" X6"
WOOD NAILERS NAILED @ 6" O/C TO 
EXIST. CURB & TO EACH OTHER

EXISTING WOOD TRIM

EXIST. T & G WOOD SHEATHING

EXISTING WOOD FRAMING

NEW .050" KYNAR FINISH ALUM. CAP
FORMED AS INDICATED, WIDE TO BE
FIELD VERIFIED. PROVIDE 1" HIGH
WATER STOP WHERE SHOWN. SECURED
ALONG THE OUTIDE W/ SCREWS W/
RUBBER WASHERS @ 8" O/C. PROVIDE
NEW CONT. 050" ALUM. HOLD DOWN
CLEAT ALONG THE INSIDE NAILED 6" O/C

SET BASE PLATE
ON 4" WIDE CONT.
EPDM SEAM TAP
OVER NEW CAP

SEE JAMB DETAIL ABOVE FOR NOTES
ON NEW PINNACLE 350 SKYLIGHT CONTINUOUS URETHANE SEALANT

(FURNISHED BY WASCO)

NEW .050" KYNAR FINISH ALUM. CAP
FORMED AS INDICATED, WIDE TO BE
FIELD VERIFIED. PROVIDE 1" HIGH
WATER STOP WHERE SHOWN. SECURED
ALONG THE OUTIDE W/ SCREWS W/
RUBBER WASHERS @ 8" O/C. PROVIDE
NEW CONT. 050" ALUM. HOLD DOWN
CLEAT ALONG THE INSIDE NAILED 6" O/C

EXISTING WOOD TRIM

EXIST. T & G WOOD SHEATHING

EXISTING WOOD FRAMING

2 LAYERS OF NEW TREATED 2" X 12" WOOD
BLKG. CHAMFERED TO MATCH SLOPE OF
EXISTING SMOOTH SURFACED ROOFING
NAILED TOGETHER & TO EXIST. WOOD BLKG.
@ 6" O/C

EXISTING WOOD NAILER

SET BASE PLATE ON 4" WIDE
CONT. EPDM SEAM TAPE OVER
NEW CAP

NEW .060 EPDM MEMBRANE DRAPED OVER
CURB & SET IN BONDING ADHESIVE

NEW .060 EPDM MEMBRANE
DRAPED OVER WOOD ASSEMBLY
& SET IN BONDING ADHESIVE

3 LAYERS OF NEW TREATED 2" X 12"
WOOD BLKG. CHAMFERED TO 
MATCH SLOPE OF SKYLIGHT NAILED 
TOGETHER & INTO PLYWD. @ 6" O/C

CHAMFER BLKG. TO FORM A 
SMOOTH TRANSITION

EXISTING
PLYWD. DECK

EXIST. SMOOTH
SURFACED BUR
MEMBANE

NEW 2 PLY MODIFIED BITUMEN
FLASHING SET IN ADHESIVE, 
BASE PLY TO BE A SMOOTH 
SHEET & TOP PLY TO BE A 
GRANULAR SURFACED SHEET

6"

6"

NE
W
 2

" X
 1

2"
 (C

UT
)

NE
W
 2

" X
 1

2"
 (C

UT
)

FOR NEW BLOCKING &
BENT PLATE NOTES
SEE DETAIL 3/6

NEW 1/4" THICK TRIANGULAR
STIFFENING PLATE @ 5'-0" O/C.
WELDED TO EXIST. STEEL CHANNEL


